  „AROS” MANUAL

Software and hadrware installation.

1. Remove AROS plug cover.

2. Connect Aros to COM socket on your computer.

3.
Copy  Arosdemo.exe to folder on your HDD

4. 
Run Arosdemo.exe.

Data acquirement:

DataCopy > OpenCopy > Type a name of the file with “.dat” extension> 

All data from AROS is stored in *.dat files in folder with Arosdemo.exe 

In the same time, data.txt is automaticaly opened . All data acquired by AROS is stored in this file with date and time of measurement (archives).

> FileOpen > DataCopy > 

Saved data is shown here with date and time of measurement.

> Close

Back to main window.

Spectrum presentation:

Spectrum > OpenFile >

Select *.dat file with data you want to see a spectrum for.

> Open > Spectrum >

Data is shown in the table.

Active Work Time [h] -> time of measurement from last memory reset.

> GraphicSpectrum >
Spectrum is showh in graphic form.

> Print , >

Printing options.

 > Close
Back to main window.

How to reset AROS memory:

CounterReset > Yes >

AROS memory reset

or > No > > Close.
Back to main window.

Time of measurement and battery status:

Timer > Time >

Here is shown time of measurement (from last memory reset, in hours) and estimated time to next battery change/recharge (in days).

 Close >

Back to main window.

Informtion:

      About > Tech_Information >
Technical information and contact aderss

> Close > Close > Close
Back to main window.
      Contact > 

Contact adresses > Close Back to main window.> Close Exit to windows.

